
VENTILATORE CENTRIFUGO MP110 TT
CENTRIFUGAL FAN MP110 TT

Individuazione HT e rendimento –Total pressure and performance research
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183 11000 mmWC 158 8 4

Rendimento/Efficiency 76

6,35

Motore/Motor kW 7,5

200 12000 mmWC 152 8,6 4,8

Rendimento/Efficiency 77

6,58

Motore/Motor kW 7,5

217 13000 mmWC 150 201 9,5 5,8

Rendimento/Efficiency 80 76

6,77 9,55

Motore/Motor kW 7,5 11,0

233 14000 mmWC 148 200 260 10,1 6,5

Rendimento 81 78 75

Potenza ass kW 7,11 9,97 13,48

Motore kW 7,5 11,0 15,0

250 15000 mmWC 142 198 258 10,9 7,5

Rendimento/Efficiency 81 80 76

7,30 10,31 14,14

Motore/Motor kW 11,0 11,0 15,0

267 16000 mmWC 140 190 250 318 11,5 8,2

Rendimento/Efficiency 81 80 78 76

7,68 10,56 14,25 18,60

Motore/Motor kW 11,0 11,0 15,0 22,0

283 17000 mmWC 135 188 245 313 381 12,3 9,9

Rendimento/Efficiency 82 81 81 76 75

7,77 10,96 14,28 19,45 23,99

Motore/Motor kW 11,0 15,0 15,0 22,0 30,0

300 18000 mmWC 130 182 242 305 380 13 10,5

Rendimento/Efficiency 82 81 80 78 76

7,93 11,23 15,13 19,55 25,00

Motore/Motor kW 11,0 15,0 18,5 22,0 30,0

317 19000 mmWC 128 180 240 302 380 452 13,8 14

Rendimento/Efficiency 82 82 80 80 78 76

8,24 11,59 15,83 19,92 25,71 31,39

Motore/Motor kW 11,0 15,0 18,5 22,0 30,0 37,0

333 20000 mmWC 122 175 238 300 378 450 550 14,8 14

Rendimento/Efficiency 82 82 81 81 78 77 75

8,27 11,86 16,32 20,58 26,92 32,47 40,74

Motore/Motor kW 11,0 15,0 18,5 22,0 30,0 37,0 45,0

367 22000 mmWC 118 168 225 287 364 450 548 647 15,9 15,4

Rendimento/Efficiency 82 82 82 81 81 79 77 75

8,79 12,52 16,77 21,65 27,46 34,81 43,49 52,72

Motore/Motor kW 11,0 15,0 18,5 22,0 30,0 37,0 45,0 55,0

400 24000 mmWC 108 168 219 280 358 447 545 640 747 17,2 19

Rendimento/Efficiency 79 82 82 81 81 80 78 77 75

9,11 13,66 17,80 23,05 29,47 37,25 46,58 55,41 66,40

Motore/Motor kW 11,0 15,0 18,5 30,0 37,0 45,0 55,0 75,0 75,0

433 26000 mmWC 97 149 205 270 345 430 520 620 725 19,9 25

Rendimento/Efficiency 76 81 83 82 81 81 80 79 78

9,22 13,29 17,84 23,78 30,76 38,34 46,94 56,68 67,13

Motore/Motor kW 10,6 15,3 20,5 27,3 35,4 44,1 54,0 65,2 77,2

467 28000 mmWC 137 193 259 337 410 500 600 700 20,2 27

Rendimento/Efficiency 80 82 82 82 81 81 80 79

13,32 18,31 24,57 31,96 39,37 48,01 58,33 68,92

Motore/Motor kW 15,0 22,0 30,0 37,0 45,0 55,0 75,0 75,0

500 30000 mmWC 125 182 242 320 400 495 599 700 21 30

Rendimento/Efficiency 76 78 82 82 82 81 81 80

13,71 19,44 24,59 32,52 40,65 50,93 61,63 72,92

Motore/Motor kW 15,0 22,0 30,0 37,0 45,0 55,0 75,0 75,0

533 32000 mmWC 170 237 304 383 456 555 685 23 35

Rendimento/Efficiency 80 82 83 82 82 82 81

18,89 25,69 32,56 41,52 49,43 60,16 75,17

Motore/Motor kW 22,0 30,0 37,0 45,0 55,0 75,0 90,0

567 34000 mmWC 158 220 296 370 454 552 653 25 39

Rendimento/Efficiency 76 79 82 82 82 81 81

19,63 26,30 34,09 42,62 52,29 64,36 76,14

Motore/Motor kW 22,0 30,0 37,0 45,0 55,0 75,0 90,0

600 36000 mmWC 210 281 360 450 550 651 27 44

Rendimento/Efficiency 80 82 83 82 81 81

26,25 34,27 43,37 54,88 67,90 80,37

Motore/Motor kW 30,0 37,0 45,0 75,0 90,0 90,0

633 38000 mmWC 190 270 348 445 545 647 28 48

Rendimento/Efficiency 76 79 82 82 82 82

26,39 36,08 44,80 57,28 70,16 83,29

Motore/Motor kW 30,0 37,0 55,0 75,0 75,0 90,0

667 40000 mmWC 255 335 420 510 615 29,5 54

Rendimento/Efficiency 80 81 82 82 82

35,42 45,95 56,91 69,11 83,33

Motore/Motor kW 45,0 55,0 75,0 75,0 90,0

733 44000 mmWC 298 280 460 580 33 68

Rendimento/Efficiency 78 82 82 83

46,70 41,73 68,56 85,41

Motore/Motor kW 55,0 45,0 75,0 90,0

800 48000 mmWC 365 448 550 35 79

Rendimento/Efficiency 81 81 82

60,08 73,74 89,43

Motore/Motor kW 75,0 75,0 90,0

833 50000 mmWC 330 430 545 37 82

Rendimento/Efficiency 78 80 82

58,76 74,65 92,31

Motore/Motor kW 75,0 75,0 110,0

917 55000 mmWC 361 455 40 100

Rendimento/Efficiency 75 78

73,54 89,12

Motore/Motor kW 90,0 110,0

1000 60000 mmWC 448 44 130

Rendimento/Efficiency 75

99,56

Motore/Motor kW 132,0
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